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RECORD OF ENGINE
AIRWORTHINESS DIRECTIVES (A/D), SERVICE BULLETINS (S/B),

DATE A/D, s/B, s/1, MODS DETAILS OF
Y¥Piamend
N\ Date: 05 January, 2004 S/N: 40.346 Reg: N346JP
\ The following S/B and S/ have been carried out as applicable:
DAl S1 40-002 / Lycoming Mandatory S/B 548 — Engine Driven Fuel Pump

replacement — N/A by S/N
DAI Sl 40-003 - Vision Microsystem VM1000. Capacitor check — C/W.

DAI SI 40-005/Lycoming SB 342D/AWD 93-02-05 Fuel Line(stainless steel tube assy.)
and support clamp Inspection and Installation New — Due every 100 hours.

DAl S1 40-006 — Exhaust System Inspection of Flanges New — Due every 50 hours —
\ NJ/A if MSB 40-07 CIW.

S| 40-009(FAA AD 2002-26-01) — Externally mounted fuel injection lines — C/W
\ DAl Sl 40-010- Repair of certain injection servos — N/A due to S/N of unit.

Engine S/N: L-31238-51A Eng TTSN: 4.1 HRS
e

MSB 40-07 Exhaust Flange Connection Tube Riser Immediate if cracks detected, no
\ later than DEC 31 2002 - C/W.
MSB 40-009 Improvement of ground-connection to Alternator - PCW During mfg.

MSB 40-012 Replacement of Mixture Control Cable N/A as already Incorp. During mfg.
RSB 40-011 Starter relay replaced with latest revision — C/W.

Precision Airmotive Fuel Servo SB PRS-105 — N/A due to S/N of unit.
Textron Lycoming AD 2002-12-07-Prevent Complete loss of engine oil-N/A due to M/N

Bi-weekly AWD check carried out to current revision 2004-01.
\ The maintenance described above has been performed in accordance with the

\ pplicable standards of airworthiness.
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